
The success of training and skills development depends greatly on the facilities that support these 
 processes. Flexible class sizes and methods require tables that can adjust to whatever the room’s 
current demands are. Furthermore, the quality of the furnishings has an impact on the importance 
 attached to  personnel and corporate development.

Contas is an intelligent, superior and durable furnishing solution that quickly pays dividends. 
The  clarity and quality of this sophisticated table system’s design is impressive. It cuts an equally 
fine figure in conference rooms and highlights the importance of the occasion. Contas also offers 
 attractive cost benefits in terms of facility management. Contas can adapt to different numbers of 
participants, course methods and room shapes. Tool-free assembly turns the table systems into 
 single tables, linked rows or grouped into horse shoe shapes or blocks in no time. The patented inter-
locking mechanism and the clever integration of all functions save time and money. The frame is 
bright chromium plated, with a choice of laminate, veneer and linoleum tabletops. 

Contas
Design: wiege, Fritz Frenkler, 
Anette Ponholzer

Combination of two fixed-leg tables 
model 540 / 25 with connecting leaf 
model 541 / 25 

Contas®.
540 range

Awards



The stackable folding-leg tables 
are fascinating and practical. 
Place the table with the top 
face down, turn legs to release, 
pull up, fold up and snap into 
the  integral  retaining clamp.  
This automatically exposes the 
separators, which  provide a soft, 
non-slip buffer for stacking 
 purposes …

Modesty panels, made from an aluminium frame covered in semi-transparent fabric, 
provide a screen without changing the characteristic look of the tables.

The patented multiple corner 
 connector lies at the core of 
 Contas®. It has a simple, swing-
out mechanism to take one or 
two connecting leaves.  
As a  result, quick, tool-free 
 assembly, dismantling and 
adaption of  complex table 
 systems is possible.

Interlocking connectors, slotted into the frame profiles,  
permit direct linking of single tables, for example in a block 
 configuration, and firm attachment of a 90° connecting leaf 
at both ends.
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 Further information at: www.wilkhahn.com

Product safety and sustainability: certificates, standards, memberships. Visit the Wilkhahn website for more information.


